TYPE | pL

PAVEMENT

GRASS SLOPE / 12”7
(TYP) ALLOWABLE LONGITUDINAL
SLOPE FROM 0.5% TO 3.0%

ok SHOULDER WIDTH VARIES

TYPE I

PL
HoAok 10" MINIMUM

PAVEMENT

6" LAYER OF RIPRAP— °
WITH D50=3", AND
FILTER MATERIAL

— 6" ALLOWABLE LONGITUDINAL

4 SLOPE FROM 0.5% TO
- - 1.5%

w0k SHOULDER WIDTH VARIES

TYPE 1l

PL
*okk 10" MINIMUM

\L PAVEMENT

* SHOULDER WIDTH VARIES }
4" .
2 »
6”# F—% - O

J 1

3

—~—— CONCRETE TRICKLE
CHANNEL

ALLOWABLE LONGITUDINAL
SLOPE LESS THAN 0.5%

NOTE:
1. SEE FIGURE 400—_ FOR CAPACITY OF ROADSIDE DITCH.

2. FOR STREET SLOPES GREATER THAN MAXIMUM ALLOWABLE, CHECK
DROPS (27 MAXIMUM HEIGHT) WILL BE REQUIRED.

N.T.S.
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SPECIFICATIONS ROADSIDE DITCH
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